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1. Specification 
1.1. General Specification 

 
Item Specification Comments 
Frequency range 1,900-1,920MHz  
Maximum transmit power 20dBm  °3 dB (16-QAM) Class III 

Down link 1,061Kbps （Max）  Data rate 
 Up link 346Kbps  （Max）  
Mod Accuracy <6 % rms  at Mod class 7  
Protocol standard iBurst Protocol Specification v1.3  
PC interface USB1.1  
Antenna Extensible Helical Antenna Antenna Gain 0dBi 
Dimensions 39 (W) x 85 (H) x 12 (D)  

85 mm

39 mm 12 mm

 

 

Weight 38g Except CAP 
Power consumption Max: 2.5W USB Bus Power 
Operating Temp. 0 to 40 ¯C  
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1.2.  Outline view 
 

      
 

Figure. 1 Outline view with CAP 
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Figure. 2 Outline view removed CAP 
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1.3. Hardware Description 
 

 
Figure. 3 Block diagram 
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1.4.  LED indicators 
 

 
 

Figure. 4 LED 
 
There is a dual color LED to indicate a communication status and a receive signal strength. The 
following shows the display specification. 

 
Table. 1 Display specification 

 
UT status Color LED state 

Power OFF --- Lights out 

Booting --- Lights out 

Receive signal (Strongly) Green --- 

Receive signal (weakly) Yellow --- 

When the data is NOT  
transmitted/ received 

Variable by signal 
strength 

Lighting 

When the data is  
transmitted/ received 

Variable by signal 
strength 

Flashing 

Out of service Orange Lighting 

Fault *1 Orange/Yellow Flashing 

*1:When the temperature inside UT became anomaly, UT status will be the Fault. 
 

External Antenna Connector (MMCX) 

LED 




